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D6 Series , ; LED LIGHT INSTALLATION

‘ 1. Disconnect the negative (-) ground cable from the battery.
2. Select a location on the vehicle to mount the led lights.
3. The mounting location should be a solid, vibration-free

T %
mounting point that provides adequate clearance for the
e light housing and easy access to the mounting hardware.
L > ) £ 4. The selected mounting surface should be flat and larger
3 than the light mounting bracket base.

{——————Installation dimensions ————————} 5. Attach mounting brackets onto the light as shown.
6.Secure hardware to a snug position and mount your light
into desired location.

DB Light bar size 8" 10" 20" 30" 40" 50"

Instatlation dimensions | 225.0mm | 326.6mm | 580.6mm | 834.6mm |1088.6mm | 1342.6mm SIDE BRACKET INSTALLATION INSTRUCTIONS
Brackets are included with all bars.
These side brackets are reversible so the bracket can be
facing in or out depending on the mounting options.

D8 Series Attach the side brackets to both ends of the light bar

as indicated below:

\

\

/

A\
77mm

47mm
e

©

——— Installation dimensions ————— | i
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D8 Light bar size 8" 10" 20" 30" 40" 50" v

installation dimensions | 221.6mm | 323.2mm | 577. 2mm [ 831.2mm {1085.2mm {1339.2mm




